- T o - N R i ~ - "
TOP-HINGED WINDOWS | 8-0 §_4-0" | 4-0
7 18 R SN
. T ™ S—
: 1> 2% 3" NAILERS i 12'~0" 12-1"
. 1
L=,
b
- 4'x4" POST “
j .o
o STALL STALL STALL L STALL L‘ﬂ o
i PARTITION 56" HIGH TAMPED CLAY FLOOR <
I .
WITH GOMMERCIAL
STALL GUARD ABOVE 1
HAY 8 GRAIN |
ey e |y O 1 O LT ®)
!
{ R Aty 1 y— o 1 1 1 hS
- = o == SR g 2 - - |
\ \ \\\
\ Br DUTGH \DOORS ,\S :
AN \,
N, x
e — o
SR ®
COVERED WAY
l !
= u » o L o
; 120’ ; 12*-0 J
' ' EAVE LINE )
T PLAN
COMMERGIAL ¥2" MACHINE BOLTS FIRE - RESISTIVE ROOFING APPLIED
CONTINUOUS - WITH WASHERS OVER I T 8 G WOOD SHEATHING
o RIDGE VENT < 2% 6'14-0" RAFTERS
L — SPAGED 2-0"0.C.
31-/ 2 10" PLATE WITH " g* " e .
. . $ 1) TWO 2%8" GIRDER WITH 2'% 6" CAP.
Ve A Zi6" cap —] SPLICE OVER POSTS WITH 28"
7 | TRANSLUGENT BLOGKING 3-0" LONG
GORRUG, PLASTIC L
— — 2;'15: PLATE WITH AT TOP, OPTIONAL 1 2'x 6" GIRT SIDING
w g e . 2x6" GAP I 24" 22 GA. GALV. STEEL / o
2% 4% 4-0 2'%4 Ry STRAPS OVER RAFTERS | 27 2% 6" 40"
FASCIA OR USE COMMERGIAL -
HEAD . FRAMING ANGHORS  —— 'x3sToP DUTGH POgR
il 26 Notow ——— 2%6" GIRT 4’ 4% 14'-0" POSTS 4-0% -0
0% 29" ¥:" ASBESTOS-GEMENT BOARD, Eonoeo P;rgns!e-wﬂﬁ- HEAD som
JAMB WOOD SASH SIDING BETWEEN POSTS (9'~0" LONG} TWELVE 408 NALS 26" ABOVE IoING
2° HORIZONTAL T 8 G STALL LINING o THE 2" T 8 ¢ 474" POST
2%4" TO ASBOUT 5-6"ABOVE THE FLOOR. N LINING. NOTGH
FOR REAR WALL, START AT ONE = . FOR GIRT \
SILL . END WITH ALTERNATE B'-2" AND, w
g i 3-10" LENGTHS (CUT FROM 12-0") -
o CONTINUE WITH 12-0" PIEGES JANB
PRI 6x6'%12-0" POSTS BONDED
WINDOWS 4% 4% 12-0" POSTS BONDED TO Sr6 I
X 0 18" DIAMETER PIERS
2 DIGHETER PIERS WITH EIGHT WITH TWELVE 40d NAILS ~ CONTINUOUS
DRIVEN HALF-LENGTH
INTO EACH POST o
SiLL FILLER
iyt~ TOP OF ALL GONCRETE PIERS . DOORS
| 4 «
R I S ] 47
[ o '_1 1
ALL POSTS AND OTHER I O S L Rnol ! | :
WOOD MEMBERS WITHIN ! I N ] A |
2-0" OF GRADE LINE TO of | ol | | 0
BE PRESSURE- TREATED Y | A | + e Errniey
WITH PRESERVATIVE ! \ | !
| ! I ] POLE-TTRE
———d L SADDLE HORSE BARN
SECTION USDA ‘ul Ex. 5994 ISHEET | OF 2




4’4" CORNER POST —/L

2% 6" GIRT —\

2%6" FILLER —_——]

CALK V-JOINTS ———— ]

2% 4" NAILER, FULL
HEIGHT OF WALL |

Ya" ASBESTOS-GEMENT

— 2%8" TB 6 STALL LINING,

2" STALL LINING FOR
END WALLS. USE ALL
12-0" LENGTHS

2% 3" NAILER To TOP
OF PARTITION ..~

CORNER

T0 SUIT 4'-0" OPENING

BOARD SIDING - ——

FRONT AND REAR WALLS ——_

2% 3" ADDED AFTER
PARTITION T@G IS
FASTENED

T8 G PARTITION,
12'~0" LENGTHS

PARTITION
TYPICAL DETAILS

——

——

(: [T %" EXTERIOR GRADE
PLYWOOD FASTENED
WITK 2" N@ 14 SCREWS ——]

_‘22"! 6" RAILS, STILES

" BOTTOM RAIL —_ |

S
o H:
& r
AND
B
~
AI
~
H -
< 2% 8

BRACES

—

2% 6"
CHAMFERED

2% 6" CAP, THREE 16=0" AND
ONE 12-0". USE 16-0" LENGTH
AT EACH END

2% 8% 3-0"
BLOCKING

TWO 2'%8'%12%0"
GIRDER MEMBERS

R

—_—

I-

/e’ 3' 16" STEEL PLATE
AT EAGH POST. DRILL

FOR TWELVE 20d NAILS

POST AND GIRDER

Y]
STEEL ANGLE
SYz" LONG, WITH
FOUR 8OLTS * .
m
1" THINWALL ELEG- n

TRICAL GONDUIT

USE MEAVY DUTY HINGES AND DOOR BOLTS

DUTCH DOORS

* 33" DIAM. CARRIAGE BOLTS
SPAGE RACKS 24" TO 30" APART

SADDLE RACK

I 6% 6%12-0" POST

vt
POLE-TYPE

SADDLE HORSE BARN

Uspa

65| €x. 5994 | sweeT 2 0F 2




Disclaimer

This site makes available conceptual plans that can be helpful in developing building
layouts and selecting equipment for various agricultural applications. These plans do not
necessarily represent the most current technology or construction codes. They are not
construction plans and do not replace the need for competent design assistance in
developing safe, legal and well-functioning agricultural building system. The LSU
Agriculture Center, the Mid-West Plan Service, the United States Department of
Agriculture and none of the cooperating land-grant universities warranty these plans.



